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or 

770mm 830mm

LIGHT BOX

NEW
in

South Africa



APPLICATIONS

 Retail, Casinos

 Dealerships & Residential Estates

 Industrial and commercial use

MECHANISM

 Motor and gearbox industrial strength with  
288NM torque.

 Designed for reliability and long lasting low  
maintenance between 5 & 8 million cycles.

 100% Duty Cycle

CONFIGURATIONS
 3.2M up to 4.2M boom arm

 Left and right hand configurations are available

 Two models:  
–  BA 800:  
 (W) 450MM x (D) 360MM x (H) 1180MM  

 –   BA 806  
 (W) 800MM x (D) 420MM  x (H) 1244MM

MARKET LEADER

CONTACT US

MECHANISM APPLICATIONS

 South Africa’s first real advertising Barrier

 Designed for ultra high traffic flow

 One on one advertising

 Direct prime advertising

JOHANNESBURG BRANCH  
Tel: +27 11 674 4441  •  Fax: +27 11 674 4450  •  Email: boomgate@global.co.za
18 Minerva Avenue, Leaglen, Florida, Roodepoort, SOUTH AFRICA   

CAPE TOWN BRANCH 
Tel: +27 21 551 0849  •  Fax: +27 21 551 8627  •  Email: salesct2@boomgatesystems.co.za
Unit 2 Crest Park, 12B Longclaw Drive,  Montague Gardens, Cape Town, SOUTH AFRICA 

 100% duty cycle 140w motor with maximum 
torque 288NM.

 Control Logic PC Board with Micro Processor  
auto fault-detect.

TECHNOLOGY
 Outdoor advertising.

 Advertisement size on the boom arm:  
2730MM (L) up to 3670MM (L) x 830mm (H)

 Both sides of the boom arm.

 Light box on barrier body:  
–   BA 800: (W) 400MM x (H) 770MM

  –   BA 806: (W) 510MM x (H) 920MM

DESIGNED FOR

www.boomgateadvertising.co.za  
SALES: Sharon Findlay 082 448 1488 or Email: findlay1@telkomsa.net


